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   KUDU™  Big Bore Coilover Aluminum Shocks 70/80/90mm (#BRSP0070/#BRSP0080/#BRSP0090)
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Parts Included:  Qty.

(1) Piston* 2
(2) E-clip* 4
(3) Pistion Rod 2
(4) Oil Sealing Ring* 4
(5) Separator* 2
(6) Rod Guide* 2
(7) C-clip* 2
(8) Cylinder 2
(9) Sealing Diaphragm* 2
* Parts included in Rebuild Kit (#BRSPKIT)

Parts Included:  Qty.

(10) Spring Preload Adjustor 2
(11) Friction Ring* 2
(12) Upper Mount 2
(13) Lower Mount 2
(14) Spring 2
(15) Spring Retainer 2
(16) Pivot Retainer (#BRSHJR) 8
(17) Pivot Ball (#BRW750310) 4
(18) Pivot Ball Tool (#BRT10053) 1

INSTALLATION MANUAL

Step - 1 

Damping oil is pre-�lled.
Remove Upper Mount and 
Sealing Diaphragm to 
replace or re�ll damping oil.

Step - 2 

Gently push the Piston all 
the way up. Then cover the 
Sealing Diaphragm back 
to the cylinder.

Step - 3 

Pull down the Piston creating 
suction to the Sealing Diaphragm 
before installing back the Upper 
Mount.

DAMPING OIL REFILLING PROCEDURES
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