
E-clip x 2

Piston

Piston Rod

Apply Thread Lock

Cylinder
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Oil Seal
apply Silicone Grease on each 
sealing ring for lubrication.

Rod Guide
(face down)

Rod Guide
(face up)

Separator

Cylinder End Cap

Bump Stop

Lower Mount

Use slotted screwdriver (not 
provided) to secure piston 
rod into lower mount.

Filling shock oil not more 
than 3/4 full can prevent 
compression blockage.

Filling shock oil 1/2 full can 
provide enough damping force.

Upper Mount

Cylinder Sealing

Friction Ring

Spring Preload
Adjustor

Pivot Ball*

Pivot Ball*

Direction Guide

Pivot Retainer

Pivot Retainer

Direction Guide

Spring Retainer

Spring
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(1) Piston
(2) Rod Guide
(3) Separator
(4) Pivot Retainer (#BRSHJR)

2
4
2
4

(5) Oil Seal
(6) Bump Stop
(7) Cylinder seal
(8) Friction Ring

4
2
2
2

(9) Pivot Ball (#BRW750310) 4
(10) Piston Rod 2

Qty.Parts Included: 
(11) Lower Mount
(12) Upper Mount
(13) Cylinder
(14) Cylinder End Cap

2
2
2
2

(15) Spring
(16) Spring Retainer

2
2

(17) Spring Preload Adjustor 2
(18) E-clip 4
(19) Pivot Ball Tool (#BRT10053) 1

Qty.Parts Included: 

INSTALLATION MANUAL

Copyright Boom Racing Ltd. All Rights Reserved.

KUDU™ 70mm/80mm/90mm Coilover Scale Shock Absorbers (#BRSH0070-SP/#BRSH0080-SP/#BRSH0090-SP)

4 5 6
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Di�culty Level:

Pay attention to cautions 1, 2 and 3.

1 - 3

PIVOT BALL INSTALLATION & REMOVAL

Pivot Ball

Installation

Removal

Direction facing pivot ball
when installing

Direction facing pivot ball
when removing

Pivot Ball Tool

Silicone Grease
#BRGRS10274-20

(not included)


